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Delphi Diagnostic Release 3
2011
Additional Features
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» New Bluetooth set up Feature
> New VIN Recognition Feature
» New Flight Recorder Feature



This new feature enables connection of the VCI without the need to open & set up
the VCI within the PC’s Bluetooth SW (Particularly useful for new Install’s)

Option for Search (Automatic) & Comport (Manual) input is still present & can be
used for existing & New Install’s providing the VCI has been previously set up within

the PC’s BT SW.

To use this New feature firstly select

“BT Direct’ then “S(yc” then when name is

populated select testy & OK (Update FW if Reqxésted)

A Settings

Workshop Language

Hardware setup

VCI connection © Searghf/{Com-port]
 USPBT (Com-p
13 toath {dig

Update firmware

Bluetooth hardware (comw

IbaWidComm: DL3KK514,7

Name
Delphi DS100E BT...

1.Connect tester to power supply.

2.Press the UPDATE button.

Cancel




This new feature enables the correct vehicle to be automatically selected from the VIN /
Chassis number input.

%2 Delphi DS 150E - 2011 Release 3 (2.11.3) == x]

File  Settings  Documents Bookmarks  External programs  ¥IN - Help

1. Select vehicle F Vehicle identification number (VIN)

Brand s
Suzuki
Toyota

Volkswagen

Volvo 1 a3
Yuchai

4 5 6 1 8 9 10 11 12 13 14 15 16 17
Wi ldentification Serial number

DELE

2. Select system

Type of syst

Yalidate VIN

3. Select options

Gearbox

Volkswagen - LT 1l [96-] - 2005 - ANJ 2.5L - TDI - MT/AT



This new functionality can be used in two modes:

Use “Retrieve VIN with Generic OBD” (EOBD) this will automatically populate the VIN
numbey (Only if the VIN is supported in the EOBD SW in the vehicle ECU)
Some early cars may not be supported as the VIN is not present within the EOBD SW.

If the above fails enter the VIN manually (Click Validate VIN if required)

The Entered VIN will automatically select the correct vehicle to Make-Model-Model Year.
On the followikg vehicle makes the entered VIN will also select the correct engine code.
VOLVO
BMW

MINI
CITROEN
PEUGEOT

SAAB
(This list will be

Added too going
Forward)

Retrieve VIM with Generic OBD Yalidate VI

? Vehicle identification number (VIN)
=




The New VCI has an Interactive LED display extended Bluetooth
range built in light to aid location of the vehicle Diagnostic socket &
the New Flight recorder feature which incorporates a built in micro
SD card & a Flight recorder activation switch.

LED KEY
White = Power on

Yellow = Flight recorder
Data downloading to VCI




The New Flight Recorder Feature will record pre selected OBD live
data parameters (from any system ABS-Engine etc.) to the New VCI.
The New VCI has a micro SD card & a built in Flight recorder
activation switch




To use this new feature firstly connect to the vehicle system you
with to record data from & select “Live Data” compile the live data
list just as you would for selecting your own live data parameters

list.
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Then select the FR option

M Help

@ Real-time data
@

Available parameters: 12

A Mota! By selecting data par
@ [Name

[ Data list =
Air inlet temperature sensor 3
Battery voltage -1
Coolant temperature 2
ldle control valve <]
Ignition timing 10
Injection impuls 12
Knock sensar 11
Lambda sensaor 5
MAP sensaor i
Revolution signal 14

Road speed sensor

-

8.

& Trom differant data st groups. the updats

L " [ ]
el . w
e

=

quency of the datalist might decrease depanding on the vehicls,

Selected parameters: 3

(Name [ Data list|
Battery voltage 5
lgnition timing 10
MAP sensor 4 |

Click tha button

Saab - 900 - 1995 - B204L - 2.0t 2.0L - Trionic - MT/AT - OBD - Real-time data




Select “yes” at this stage the parameters are checked & if
successful downloaded to New VCI

|
[ I Flight Recorder

Some systems don't allow diagnostics while the engine is running
| erwehicle is moving.
| Bafore a Flight Recorder Temaolate is written down to the VCI. all
realtime daia parameters fh .
Hawever the vehicle may] | Flight Recorder

requasis during Flight Re |

Flaase wai ..

D& you want to procesd?
| —




Select “OK” Download confirmed successful select “OK”

ﬂ Delipkd D42 500 (Mews VLT - 11 Pefsass 10 0ET)
Filt Semings Dotemesls

T DELPHI

D =

Real-time data
Aeailable parameters: 12 ? Flight Recurder E

E MHota! By selecting data parameNrs Trom d iMerent data |lst groups, the update requency of the datalisd might decraase depending on the vehicls.

" i Flight Recorder

e 2
Air inlet temperature sensor

Battery voltage
Coolant temperature
Idle control valve

= | Operation succesded

Igmnition timing
Injection impuls
Knock sensor
Lambda sensor

KMAP sensor

Revaolution signal
Road speed sensor

|Li:;~




Exit Diagnostic SW in the normal way,
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1. Select wehicle
Brand

Samsung

Seat

Chovmmakbionm

1. Salect ayitem

Type of system

Model

8000
@ |9-3[-03

- L e T e

F Exit?
-]

Year model

ETI— N (17 N 0= :

1986 (VIN 10 =T)
1995 (VIN 10 = 5}
=l [amnd Aok am = O L.

. System

i § Fuelignition

[(3rs]] Brake
et Immobiliser

1. Solect options

Gearbox

s

e |

i

Click the Yes bution

Equipment

|
I

OIS




VCI is now set up to record the live data pre-set values — Simply connect the New VCI to
the vehicle (no PC required) & operate the New VCI FR switch to start recording (press &

hold till LED display turns yellow approx. 2 seconds) a further press will stop recording.
(press & hold till LED display turns white approx. 2 seconds)

The Start Stop operation can be repeated for many timeg, each new start will produce a

“New” session seen during play back.

Note a light quick press on the FR switch under (0.5secs) will produce mark on the trace
(very useful for noting where a misfire occurred for example)
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........



View Recorded Data

To view the recorded data make sure that the New VCI is powered (connect to car
diagnostic socket (Note does not have to be the same vehicle that the data was recorded

from)
Open Diagnostic SW & Select Flight Recorder & then select “OK”

i Dedphi 51300 [hissa WET - MTLL Release 2 I0.0]

r model
17 (VIM 10 = V)
Samsung K (VINIO=T)
Seat 5 (VIN 10 = §)
L= SR S Y

A _AAKL AN = DY

i

can be used without a compader to make a Flight Recordar
Session"".

Type of system

i § Fueliignition * Flight Recorder Template containg information about vehicls
(3] Brake salection and data parameters to be recorded.
= Immaobiliser ** Fiight Recorder Session contains the recorded data.

3. Select options

[~ Hide next time?
Gearbox

MTIAT

oK i

Eaab - 900 - 1935 - B204L - 2.0t 2.0L - Trionic - MT/AT




View Recorded Data

Select Read Template then "OK”

i Depiprb [0 000l LT - ATLL Releane B 232,01

File Semnge Docwmnmenls [ockmards  Eo
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1. Select vehicle

Flight Recorder
Brand

ir mode!

Flight Recorder

_ lease make sure yooy VCI is connected and powered, Click
E. .-j Samsung Template’ ta loo®\far Fight Recorder data on VI,
Seat
E L= L AT T J MNa

3T (VIN -
26 (VI -

2. Belect system

Type of system

i & Fuel/ignition
(5] Brake
= Immobiliser

oK

3. Select options

Flease make sue your Y| is connected and powered.

Gearbox L

MTIAT

Sesasion |

1]

Uptoad

=
Template Session

Open file

i

X

= | X

[ ]
++-

paab - 900 - 1995 - B204L - 2.0t 2.0L - Trionic - MT/AT




View Recorded Data

Data now being uploaded to PC from the New VCI

ﬁ Delphi DAS1500 (Wess WOT - ST1L Redeasme §[230.1]
Bile Semngs Dotwmnenls  fockmarks o
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1. Select vehicle Flight Recorder
D Brand ir model
_ Flease make sure your WVC| is connected and powered. Click 37 (VIN 10 =
B Samsung Re | be(vIN1O:
E Seat | ! Flight Recorder g
DS | |20 ; = YT
B np— Please wait ...
Type of system item
Eii FLIE:ln"lﬂﬂlti':Iﬂ —_— m
[(Ras]] Brake
= Immobiliser
3. Salect options By | |
Gearbox lal !—_
Upload Sesson | E
— Open file 1 T:T'::Idnta H EUF“D;“U” ‘ Close

Saab - 900 - 1995 - B204L - 2.0t 2.0L - Trionic - MT/AT
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View Recorded Data

Data now uploaded, if multi-sessions have been recorded select which session to view

e Delphi D5150E (New VCT) - 2011 Release 3 (211.3)

File

Settings Documents  Bookmarks  External pr

1. Select vehicle

Brand

CGIan

s VIN Help

T

? W Flight Recorder

' Rolls-Royce
Rover

O mmas i

2. Select system

Type of system

i & Fuel/ignition
Brake
= Immobiliser

3. Select options

Gearbox

MT/AT

| | Air conditioning requested

information from the template

| There are 1 recorded sessions stored on your VCI. This is the

Air inlet temperature sensor
Atmospheric pressure

Battery voltage

Brake pedal

Caleulated mass air flow value
Calibration number

Code programmed

Coolant temperature

| | Cruise control

Development calibration version
Ecu locked

L

Upload Session

| ®

|1 {654 samiples)
1 (854 samples

| omae | e |

2
3 (228 samples)

4 EEI-?'EIE s-nmEIesg

model
(VIN10 = V)
(VIN10=T)

ALK A0 = DY




View Recorded Data

Select “Upload session”

) Despni D500 {Kesa VT - 2711 Plebeane § [2.12.1) - x
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D 1. Select vahicle Flight Recorder J
Brand — : o Ir model
E N 3 \ Flight Recorder neisthe 37 (VIN 10
- -] B Samsung 9 ¥ (VIN 10

Please wait\..

Seat

LS LYY

15 (VIN 10
sl TV YT

2. Belect system

Type of system | item

i & Fuel/Ignition m

[(za3)] Brake
= Immobiliser

3. Select oplions

Gearbox

MT/AT Upload Session NIE T

3
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View Recorded Data

Data can be viewed in two ways “Combined” or “Split”

File  Settings Documents  Bookmarks

External programs ~ VIN  Help

Select which of the recorded data parameters to view & the view mode (This example
being the “Combined” view)

] Delphi DS150E (Mew VCI) - 2011 Release 3 (211.3)

Percentage (%)

]

897 987

1076 1166 1256 1345 14

35 1525 1614 1704 1794

Time (s)

|Parameter Value| Unit |  Min| Max*| | Viewmode
Firing angle 8 = 1 40 | “ Combined
Coolant temperature 81 °C 80 88 c split
Revolution signal 828 Rpm 763 4488
O Air mass/combustion 148 ... 63 743
O Brake pedal light ON 0 1
O Fuel consumed since start 9 ml 9 4194>




View Recorded Data

Data can be view in two ways “Combined” or “Split”

This example being the “Split” view which Shows a single parameter (page up or down
to view further parameters) Note the data marks placed on the trace during recokding
(see page 10)

- Delphi DS150E (Mew VCI) - 2011 Release 3 (211.3)

File Settings Documents Bookmarks  External programs

Flight Recorder

VIMN  Help

4000 4
3000 1
g
e
2000 -
1000 | ﬂ
0 : : :
0 500 1000 1500 2000 -
|Parameter Value| Unit |  Min| Max*| Viewmode
Firing angle 8 ° 1 40— © Combined
Coolant temperature 81 °C 80 88 ~ Split
Revolution signal 828 Rpm 763 4488
O Air mass/combustion 148 ... 63 743
O Brake pedal light ON 0 1
O Fuel consumed since start 9 ml 9 4194~




Innovation for the Real World



